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TRAILER FUEL STATION  
Special Edition – Aviation Fuel 

 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
Specs 
 
Fuel Storage Type : Diesel / Gasoline / Jet Fuel / Kerosene etc. 
Tank Capacity  : 2.000 Liters 
Tank Material  : 5000 Series Aluminum (AIMg4.5Mn), Internal and external epoxy painted 
Tank Thickness  : 5 mm 
Painting   : Internal and external epoxy painted 
Flow Rate   : 70 lt./min. 
Fuel Pump   : Ex-Proof Zone 2, 220V AC, ½ HP, 60/50 Hz with integrated meter  
Piping Material  : SS 304 
Nozzle Type  : 1” Automatic Nozzle 
Delivery hose               : Hose reel with 20 meter 1” Hose. 
Manhole   : One Manhole 
Menhole Feature : Leakproof and Lockable in EN14596 Standarts  
Air Vent   : Air Vent with Flame Arrester, No Leakage in tipping situations 
Level Sensor  : 1 unit Magnetic Level Sensor with Digital Display  
Security Valve  : 1” Stainless steel valve on fuel suction line (Tank to Pump) 
Quick Unfilling Valve : 1” Ball Valve for draining the tank in case of maintanance or cleaning 
Trailer Chasis  : Platform length depending on tank capacity. Chasis material NPU 120 sectioned ST37.  
Axle and Suspension :  12+6 Scissors, Two Axle (4 tonnes x 2 Capacity), Fixed Front Mechanic Lifting Arm  
Wheels   : 10.0 x 80.5 x 16 Dublex Tyres  
Lighting System  : Rear lights system 
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Other Details 
 
-Warning signs on the tank. 
-Check valve on pump inlet. 
-Ex-proof steel enclosure for electrical panel includes Master Switch, Start Button and Emegency Button.   
-Mechanical counter with totalizer. 
-9 HP Mono Phase Power Generator for emergency power supply. 
-Ex-Proof Fuel Pump 70 lt/min. 
-Hand pump for delivery without power supply. 
-Fuel Strainer on the suction line 
-Reel with 20 meters grounding cable. 
-15 meter Power supply cable  
-A bund pool under the tank for spill containment. 
-2” fill line with camlock adaptor 
 
Optional 
-Underwing or topwing nozzle for aircraft refueling 
-Certificate of Conformity (optional) 
-Approval reports for Pump and Nozzle 
-Remote fuel control automation system 
-Different configurations on request 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 

Retention Pool ExProof Pump and Meter 

Hose Rail System Electrical Panel 
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